A. R ‘

STATE PROCUREMENT OFFICE
NOTICE & REQUEST FOR SOLE SOURCE

.. TO: Chief Procurement Officer

, FROM: Health/ State Laboratories Division / Administration
Department/Division/Agency

Pursuant to §103D-306, HRS, and Subchapter 9, Chapter 3-122, HAR, the Department requests sole source approval te purchase the following:

2. Description of goods, services, or construction:
Two units Beckman Coulter Biomek FX Liquid Handling Workstations.

The Beckman Coulter Biomek FX Liquid Handling Workstation is a High-Throughput (HT), autornated liguid handling system
used for the extraction of nucleic acids (DNA, RNA). The instrument has a 96- Multi-channel dispensing head tht aspirates and
dispense liquid into a 96-well microtiter plates. It has a Variable Span to process 24 well to 384-well microtiter plates and
various sizes of tubes from a PCR (Polymerase Chain Reaction) tube to 2 50-ml. bottle. The system is designed to
accommodate a variety of tubes and plate formats such as deep well plates, PCR plates, reservoirs and tubes in racks. The
Operating Software provides hit-picking and cherry-picking software that allows rearray between 96 and 384 well plate
formats. The Operating software has a Simulation software for Desktop method writing, visual viewing of the method and the
amount of time to run the method written.

5. Price:
$288.000.00

4 Vendor Name: Beckman Coulter, Inc.

Address: 4200 N. Harbor Boulevard t
Fullerton, CA 92834-3100 t
E
¥

6. Term of Contract: .
(mmiddiyyyy) romy: To:

7. Prior Sole Source Ref No.

s. Feature: The good, service, or construction has the following unique features, characteristics, or capabilities:

Please see attachment,

o. Essential features. How the unigue features, characteristics, or capabilifies are essential for the agency to
accomplish its work:

Please see attachment.
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8. Feature: The good, service, or construction has the following unique features,
characteristics, or capabilities:

1.

2.

9.

The Beckman Coulter FX has a Multi-Channel Dispensing Head capable of aspirating
and dispensing into 96-well plates.

An 8-Channel dispensing head, cach channel is independently controlled with varying
volume control and has a Variable Span to process 24-304-well plates and various tube
sizes from a PCR tube to a 50-ml bottle. The 8-channe! pipettor has the option for fixed
probes or disposable tips.

The liquid handling platform has an integrated Gripper for easy movement of plates and
tip boxes.

The work surface of the liquid handler deck offers at least 20-deck positions,

This automated extraction system is flexible and supports both vacuum filtration and
magnetic bead extraction chemustries.

An automatic tip loading and unloading enables the users to walk-away and perform
other laboratory work resulting in greater productivity in the laboratory.

The operating software enables the robotic feature that allows the instrument to re-array
between a 96-well and 384-well formats for efficiency.

The robotic feature aliowing for programmable pipetting volume and speed in dispensing
and aspirating liquid minimizes pipetting errors and waste.

The instrument has an automated self-calibration feature that frees staff for more
productive work.

10. The software supports advanced data tracking of samples through the use of Datasets.

9. Essential features. How the unique features, characteristics, or capabilities are
essential for the agency to accomplish it’s work.

An 8-Chanrel dispensing head, each channel is independently controlled with varying
volume contro! and has a Variable Span to process 24-304-well plates and various tube
sizes from a PCR tube to a 50-ml bottle. This feature will allow for more efficiency and
better productivity in the Laboratory which is critical in a pandemic Flu situation.

This automated extraction system is versatile; it supports both vacuum filtration and
magnetic bead extraction chemistries. This feature is important in a core molecular
laboratory allowing different users to operate the machine according to their extraction
protocols.

An automatic tip loading and unloading enables the users to walk-away and perform
other laboratory work resulting in greater productivity in the laboratory. Further, the SLD
receives and tests over 150 specimens a day during Flu season thus, the use of automation
in dispensing and aspirating reduces if not totally eliminating work-related injuries
resulting from repetitive motion when performing extractions during high volume testing.
The operating software enables the robotic feature that allows the instrument to re-array
between a 96-well and 384-well formats for efficiency. Moreover, the operating software
allows the lab user to model any new configurations before they are implemented without
the expense of calling the vendor.

The robotic feature allowing for programmable pipetting volume and speed in dispensing
and aspirating liquid minimizes pipetting errors and waste.

The instrument has an automated self-calibration feature that frees staff for more
productive work.
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11 Alternate source. The following other possible sources for the good, service, or construction were investigated
but do not meet our needs because:

None because this is the only one with filly-automated feature from dispensing and aspirating that is very critical for high-
throughput/high volume/time-dependent extraction work. The software is designed to run the program for this Beckman
instrument and cannot be used in any other instrument.

12. Direct any inquiries to: 13 Phone Number:
Department: Bioterrorism Response Lab (808) 453-5993
Contact Name/Title: Rebecca H. Sciulli, BT Microbiologist & Coord Fax Number:

(808) 453-5995

Expenditure may be processed with a purchase order: @Yes [:I No Ifno, a contract must be executed and funds certified.

Agency shall ensure adherence to applicable administrative and statutory requirements.

& I certify that the information provided above is to the best of my knowledge, true, correct and that
the goods, services, or construction are available through only one source.
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15 Date Notice Posted: 7 &'¥i 0 é

Submit written objections fo this intent to issue a sole source contract within seven calendar days or as otherwise
allowed from the above posted date to:  Chief Procurement Officer

State Procurement Office

P.O.Box 119

Honolulu, Hawaii 96810-0119

16, Chief Procurement Officer's comments:

[¥] APPROVED | | DISAPPROVED QQAMB NS ) [ fol

Chief Procurement Oﬁglcéj Date
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